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Dimensions: wingspan 1900 mm, length 1300 mm, 
wing area 46,28 dm2

up to 2,5 kg maximum take- off weight (could vary 
depending on the payload)

up to 1,6 kg empty weight (could vary depending 
on the chosen equipment onboard)

up to 1h and 20 min maximum flight time  
(depending on the weather conditions)

4S1P LiPo battery, 5000 mAh

Autopilot Pixhawk 2.1

Ground Control Station for control and telemetry

up to 40 km maximum distance for effective
control / up to 5 km with integrated control

Vertical accuracy of the positioning ±0.8m, horizon-
tal accuracy ±2.5m with the usage of GNSS or 2.5 
cm with RTK

Automatic flight on route with automatic landing

From -10°C to +40°C operational outside air tem-
perature

IP 55 protection and CE certification

EagleEye 2 is the latest version of the UAV 
(Unmanned Aerial Vehicle) developed for 
precision agriculture. The capabilities provided 
by this UAV are highly valued by farmers and 
agronomists, as EagleEye 2 allows for longer 
flight time than standard multi-rotor systems 
and greater resistance to various weather 
conditions.

EagleEye 2 can be equipped with various 
cameras for NDVI analysis from the world’s 
leading manufacturer - MAPIR.

The unsurpassed qualities of the fixed wing 
ensure reliable mapping of the fields from a 
higher altitude, which gives confidence to the 
operator, as well as shorter time to perform 
the tasks of mapping areas.
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Main Parameters
Dimensions: 1900 mm wingspan

1300 mm length
Empty weight: up to 1,6 kg
Maximum take-off weight: up to 2,5 kg
Maximum flight time: up to 1h and 20 min

Maximum payload: up to 0,4 kg

Maximum speed: up to 40 km/h
Power supply: 14,8 VDC
Battery: 4S1P, LiPo, 5000 mAh
Operational outside 
temperature: -10°C up to +40°C 

Wind: up to 25 km/h

Maximum operational altitude: min. 2000 m

Protection and certification: IP55 and CE certification

Equipment
Autopilot: Pixhawk 2.1

Telemetry: Integrated with long distance
Manual control: manual or automatic
Distance: up to 5 km / 40 km (depending on the 

equipment installed)

Optional equipment

Telemetry up to 40 km (depending on the 
equipment installed)

Ground Control Station: Transmitter or tablet

Software: Pix4D, Drone Deploy, Mission Planner, 
Qground Control and others

Special equipment: NDVI and RGB cameras

AIRPLANE FOR
 PRECISION AGRICULTURE

www.aerovision.bg 
office@aerovision.bg

EagleEye 2

Aero Vision Ltd - Sofia - Bulgaria - www.aerovision.bg - office@aerovision.bg


